
DESCRIPTION

TECHNICAL DATA

Transfer Film : Glass beads

Adhesive : Polyester Hotmelt

Liner : PET 

        Thickness :  120 microns [± 10]

APPLICATION
        Temperature : 150℃ - 300℉

        Time : 4 sec. (2 times)

        Liner removal : Hot

SETTING & WASHING

ㆍMedium Pressure

ㆍBlade 45˚

ㆍWash resistance : Max at 80˚

ㆍBefore washing, turen garment inside out
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SPECIFICATION

PACKING & STORAGE

* All data is just examples based on our experience and not guaranteed performance.

* If the working environment or method is not typical, we recommend you to consult us in advance.

TEL: +82 2 3664 5577 [REP]

FAX: +82 2 3665 4789

email: export@ostco.com

OSR REFLECTIVE FILM 

OSR reflective film can be used widely in the 
safety and fashion industry.  

For the best-selling silver color, it is used for 
jackets of fire fighters, police officers, 
paramedics and construction workers wear.  

Aimed at the fashion industry, it is available in 

various colors and Aurora design. 

CAD CUT 

 
 

ㆍAdhesive & Non-adhesive type 

ㆍWide range of colours : 27 Colors 

ㆍAdapted to cotton, polyester,    

    safe industry and etc... 

ㆍMachine wash only 

 

ㆍ50cm x 50m (per roll) 

ㆍUse the film within 1 year from  

     manufacturing day 

ㆍIt is recommended to stay away from direct   

    sunlight, hot and humid place 

 


