PRINT & CUT

OS PS CLEAR COMPRINTER

DESCRIPTION

Clear film has been developed for use on white
fabrics and light colored fabrics in accordance
with solvent printing and cutting. It does not
need to print the background color. High
quality of printing makes it easy to present the
clear color. The printed ink is also dried
quickly and the film has an excellent

workability.
Ink Types: solvent inks, mild solvent inks and
eco solvent
TECHNICAL DATA
SPECIFIGATIUN Transfer Film : Polyurethane
* Transparent material sheet Adhesive : Polyester Hotmelt
- Adhesive type Liner : PET

O\ Thickness : 80 microns [+10]
* Adapted to cotton, polyester,

fashion industry and etc...
* Before washing, turn garment inside out APPLICATION
S Sl m Temperature : 150°C - 300°F
Time : 7to 8 sec.
[ Liner removal : Hot
PACKING & STORAGE Transfer Tape : 0OS-MASK TACK
* 50cm x 50m (per roll) 0OS-MEDIUM MASK TACK
* Use the film within 1 year from
SETTING & WASHING

manufacturing day
* Medium Pressure
» It is recommended to stay away from direct

sunlight, hot and humid place

* Blade 45°

* Wash resistance : Max at 80°

~ All data is just examples based on our experience and not guaranteed performance.
« If the working environment or method is not typical, we recommend you to consult us in advance.
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